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HD-112

HD-114

Die Hydrostatischen Einschraubsonden 
werden für die Füllstandsmessung in 
Wasser und in sauberen bis leicht 
verschmutzten Flüssigkeiten, sowie in 
Säuren, Laugen bzw. aggressiven 
Medien eingesetzt. Anwendungsgebie-
te sind drucklose Behälter und Tanks.

Die Gehäuse bestehen aus Edelstahl 
1.4571, PVC oder PVDF. Die Sensoren-
membranen sind aus Edelstahl 1.4404, 
Keramik Al o  96 %, Al o  99,9 %. Die 2 3 2 3

Abdichtungen sind standardmäßig aus 
FKM (Viton ®). Andere Abdichtwerk-
stoffe sind EPDM oder FFKM (Kalrez ®).

Als Gewinde ist G ¾“ und G 1 ½ „ vor-
gesehen. Der elektrische Anschluss 
erfolgt über eine Steckverbindung.

The hydrostatic installed screwed 
sensors are used for filling level 
measurements in water and in clean to 
slightly contaminate liquids as well as 
in acids, alkaline solutions or aggres-
sive media. Pressure less containers 
and tanks represent the application 
areas.

The housings are made of stainless 
steel 1.4571, PVC or PVDF. The sensor 
membranes are made of stainless 
steel 1.4404, ceramics Al o  96 %, Al o  2 3 2 3

99,9 %. By default, the seals are mode 
of FKM (Viton®). Other sealing mat-
erials are EPDM or FFKM (Kalrez®).

The thread is G ¾“ and G 1 ½“. The elec-
trical connection is of plug-in design.
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SAFETY AND ENVIRONMENTAL 
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Bemaßung in mm / Dimensioning in mmSubject to change without prior notice, errors excepted.Irrtümer und Änderungen vorbehalten.
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